
HIPS 
High Impact Protection System 
 

HIPS or High Impact Protection System 
includes a 10-gauge stainless steel Boston 
Bollard, rail, and patented 90º Corner 
Adapter for a continuous rail installation 
requiring no end caps. The addition of the 
90º Corner Adapter triples the impact 
resistance of standard floor mounted 
impact protection. 
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Applying ingenuity around the world.  
Boston Group provides total solutions to 

energize environments, protect assets and 

support unique shopping or working experience. 

We listen carefully, look beyond the challenge 

and come up with smart solutions, exploring 

new domains every day together with you. 

From initial concept to full product rollout we 

expertly guide the process to deliver the right 

solutions for your needs. 
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 HIPS 
   High Impact Protection System 

2” Rail Assembly 
(includes 2 stanchions) 
Length 96” 
HSFR96-KIT 

2” Rail Assembly 
(includes 2 stanchions) 
Length 120” 
HSFR120-KIT 

2” Rail Assembly 
(includes 2 stanchions) 
Length 144” 
HSFR144-KIT 

Flush Mount Assembly 

BSF-5
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Stanchion 
HSS8

Receptacle & Rubber 
Anchor 
HSR

Collar 
HSC

Rubber End Cap  
for 2” Rail 
REC

2” 90˚ Corner 
HSFR-90S

2” Diameter Bollard 
Height 32” 
Stainless Steel 
HSB2.0-32DB

3” Diameter Bollard 
Height 24” 
Stainless Steel 
HSB4.0-24DB 

Height 32” 
Stainless Steel 
HSB3.0-32DB

4” Diameter Bollard 
Height 24” 
Stainless Steel 
HSB4.0-24DB 

Height 32” 
Stainless Steel 
HSB4.0-32DB 

For Use with 4” Bollard 
90º Corner Adapter 
HSCA90

For Use with 4” Bollard 
Terminated End 
HSCA

1/2” Concrete Bolt 
602-9601 

3/8” Concrete Bolt 
602-9813



 HIPS 
   High Impact Protection System 
 
•   Sustainable, stainless steel finish is easy 

to clean, durable and corrosion resistant. 

•   The receptacles anchor technology 
installs easily and eliminates the need 
for toxic adhesives or cement. 

•   Solid steel end or continuous rail 
options. 

•   Threaded-bolt Bollard application  
allows for quick installation and/or 
replacement. 

•   The complete system is removeable  
and relocatable. 

•   Individual component parts  
are available. 

•   Comes in standard lengths and 
assemblies, as well as custom lengths.
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